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Shenzhen SEVA Lighting Co .,Ltd

Applicable to all-round regional lighting, such as railway loading
and unloading operations, but also  for long-distance key lighting,
such as overhaul and inspection.

Features 

Technical Parameters

Working LightStrong Light

NO PerformanceTable Of Basic Product Parameters

Rated Voltage

Rated Capacity

Product Number

Ra

11.1V

10000mAh

IP65/IK08

Ambient Temperature -20℃~45℃

Duration

Charging Time

Color Temperature

SZSW2410

5700~6500K

>80

IP/IK Level

Enclosure Material Die-casting Aluminum

15W 5W

≥33H≥10H

No

1

2

3

4

5

LED Source

Driver

14

15

6

7

8

9

10

11

12

L198*W142*H267mm

2.6kg

Dimension

Weight17

Cycle Life（Cycles） ~1000

Cree

SEVA

13

4°/3°/3°

5~6H

Beam Angle

16

Luminious Flux(lm) 3600

Concentrating State

6W

≥33H



Characteristics
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When the battery is low, 
the power switch the green
indicator light turns red re-
mind users to charge in time.

Capacitance Alarm
Function

Spotlight Mode
The projection distance is long and
the light direction is strong.

According to the needs of the 
illumination angleA 90 degree
 angle adjustment is achieved.

Magnetic Adsorption

Floodlingt Mode
Can be fully placed in
a large area carry out 
inspection coverage
 bright. Large Adjustment Angle

Convenient magnet at the
bottom for easy access 
adsorbed in various iron 
vessels or on the device, 
to meet the various locations 
fixed requirements.

It can realize the three-step adjustment of working light, strong light 
and concentrated light to meet the needs of lighting.

The lamp can be discharged continuously for 33 hours under full 
charge, and the discharge time is longer.

The light fixtures are light weight and convenient to carry, greatly 
improving the convenience of carrying.

High luminous efficiency, imported Cree LED, life expectancy of more
than 100,000 hours.

Button function: Press the switch button for the first time as the working 
light, press again for the strong light, and the third time for the close, 
so cycle.

(Unit:mm)Dimensions

198mm

267m
m

142mm


